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... The DUT should again detect a change re-route traffic ... RED) is a mechanism for avoiding 
congestion in packet ... the bit rate of 51 .84 megabits per second, which is ... 
www.ixiacom.com/library/ white__papers/wp_display.php?skey=1 Oge -91k- Cached - Similar pages 

[pdf] SmartSTACK 100 ELS100-24TX ETHERNET SWITCH 

File Format: PDF/Adobe Acrobat 

... delaying less critical traffic during periods of congestion. ... Filtering: 3.6 million 
packets-per-second (64 byte ... 4094 VLAN IDs recognized per switch - Class of ... 
www.compsci.wm.edu/SciClone/documentation/ hardware/networks/Cabletron/ELS100- 
24TXM/lnstallationUserGuide.pdf - Similar pages 

[pdf] Octal 10/100 Switch with Embedded Memory 
File Format: PDF/Adobe Acrobat 

... forwarding at non-blocking 148800 packets/second wire speed ... T71L6808A will then attempt 
to detect the occurrence ... and half duplex back pressure congestion control ... 
www.tmtech.com.tw/products/pdf/T71 L6808A.pdf - Similar pages 

[pdf] 4-Port 10/100/1000 Smart Ethernet Switch 
File Format: PDF/Adobe Acrobat - View as HTML 

... 4-Port 10/100/1000 smart Ethernet switch controller designed ... It provides MM / GMII 
interface for all ports. A store-and-forward switching method using a non ... 
www.icplus.com.tw/Data/ Datasheet/TC9204M-DS-R05-030729.pdf - Similar pa ges 

rppFi Catalyst 2600 Release 3.1.2 Release Note 
File Format: PDF/Adobe Acrobat - View as HTML 

... bytes are sent, a network manager will detect the abort ... a loop would be created for 
about one-half sec nd. ... caused the box to reset due to congestion this loop ... 
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... CreditNet [1], with both 622 megabits per sec nd (OC-12 ... control thus can avoid data 
loss due to congestion. ... To allow the destination host to detect the start of ... 
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